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EXIST. RETAINING WALL

ADAJCENT NEW CONSTRUCTION PROPERTY

WEST BIRCH APARTMENTS

N
O

R
TH

 5
TH

 S
TR

EE
T

TW
O
-S

TO
RY B

UIL
DIN

G

(6
 U

N
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S)

TW
O
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PROPERTY LINE
PROPERTY LINE

A
C

C
E
S
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O

R
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B
U

IL
D

IN
G

 S
E
T
B
A
C

K

SIDE

5'-0"

ACCESSORY BUILDING SETBACK

S
T
R
E
E
T
 S

ID
E

2
0

'-
0

"

A
C
C
ES

S
O
R
Y 

B
U
IL
D
IN

G

S
ET

B
A
C
K

S
ID
E  

5
'-0

"

106

107

108

109

111

TYP.

110

112

113

101

103

104105

TYP. THROUGOUT

BASKETBALL
COURT

9

THIS SHEET WAS DEVELOPED FROM THE PLAN PROVIDED BY THE OWNER 
DRAWN BY:
DATED:

KLD
4/20/2018

EXIST. RETENTION 
AREA

NEW PLAY
GROUND

SHED & 
MAILBOXES

A101

3

A104

3

A105

6

2

A102

6

A102

PLAYGROUND

EXTEND SIDEWALK TO STREET

W/ CURB CUT

12
01

12
03

12
05

12
07

12
09

12
11

15
12

15
08

15
04

15
02

15
06

15
10

612

610

608

604

606

602
1204

1208

1206

1210

12121214

109

A102

5

TYP. (4)

LOCATIONS

110

114

114

114

113

113

115

115

115

115

115

115

115

A102

7

CURB CUT,

TYP ALL

A102

3

ACCESSIBLE ROUTE NOTES:

- THE ACCESSIBLE ROUTE IS INDICATED ON THIS PLAN AS A BOLD DASHED LINE 

WITHIN THE SITE. IT CONNECTS TO WEST BIRCH APARTMENTS, AND THE PUBLIC 

STREETS.

- THE PLAYGROUND IS AN ACCESSIBLE ELEMENT AND MUST BE CONNECTED TO 

THE ACCESSIBLE ROUTE.

- ACCESSIBLE PARKING SPACES AND TRASH ENCLOSURES ARE ALSO 

ACCESSIBLE ELEMENTS CONNECTED TO THE ACCESSIBLE ROUTE, AND 

CONFORM TO ACCESSIBLE SLOPE REQUIREMENTS.

- THE RUNNING SLOPE OF THE ACCESSIBLE ROUTE IS 5% MAXIMUM, THE 

CROSS SLOPE IS 2% MAXIMUM. AT ALL WALKWAY LANDINGS AND ACCESSIBLE 

PARKING AREAS PROVIDE A 2% MAXIMUM SLOPE IN ANY DIRECTION.

EXTEND SIDEWALK 

TO STREET

W/ CURB CUT

102

102

102

A103

4

7
 S

PAC
ES

 @
 9

 '- 0
"

 

6
3
' -0

"

 

8
' PKG

. & A
ILS

E

 

1
6
'-0

"

8
' P
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& 
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E
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6
'-
0
"

8
 S
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C
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 9

'-0
"

 

7
2
'-
0
"

2
 S

PAC
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@
 8

'-0
"

 1
8
'-0

"

2
 PKG

. @
 AILS

E

 

2
4
'-0

"

3
 S

PA
C
ES

 @
 9

'-0
"

 2
7
'-
0
"

110

110
110

116
110

118

TYP.

H/V

118

118

104
TYP.

CC

CC

CC

CC

103
TYP.

117
TYP.

115

GRAPHIC LEGEND - SITE PLAN
ACCESSIBLE ROUTE - SEE NOTES

LIGHT POLE

NEW CONCRETE

REPLACE CONCRETE

CC EXISTING CURB CUT

PAVEMENT STRIPING AT PEDESTRIAL CROSSING

TRUNCATED DOME

STALL 
LOCATION

TOTAL 
STALLS

STANDARD 
STALLS

ACCESSIBLE
STALLS

TOTAL 
STALLS

SURFACE 
PARKING

PARKING TABULATION

PARKING 
GARAGE

20 4

20 4

24

24

40 8 48

PARKING REQUIREMENTS

2 STALLS/UNIT = 48 STALLS
STANDARD STALL WIDTH = 9'
STANDARD STALL LENGTH - 18'

REQUIRED MINIMUM # OF ACCESSIBLE STALLS = 3
PROVIDED ACCESSIBLE STALLS                         = 4

A102

8

10

A102

5
'-0

"

5
'-0

"

DRAIN TILE AT PERIMETER

EXTEND DRAIN TILE TO LOW 

ELEVATION POINT

9

A102

VERIFY LIGHT POLE LOCATIONS & 

RELOCATE, IF NEEDED

ACCESSIBLE ROUTE TO EXTEND 

INTO PLAYGROUND

CONC. CURB
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SIGNATURES

SCALE
As indicated

616-18

SW, GB

08/17/18

08/17/18

A101

WEST BIRCH TOWNHOME
RENOVATION

504 13TH AVENUE N.
PRINCETON, MN 55371

SITE PLAN

1" = 30'-0"1
SITE PLAN

N

1/8" = 1'-0"3
SITE PLAN - NEW PLAYGROUND ENLARGED PLAN

SITE KEYNOTES

101 PARKING LOT - FULL MILL AND OVERLAY, NEW BASE, 2 LIFTS OF

BITUMINOUS, PARKING STRIPING ACCORDING TO PLAN.

102 NEW CONCRETE AT ACCESSIBLE STALLS AND AISLES.

103 NEW CONCRETE WALKS.

104 NEW CONCRETE - CURB AND GUTTER.

105 NEW LANDSCAPING.

106 NEW PLAYGROUND EQUIPMENT, FALL ZONE, AND CURBING.

107 NEW MONUMENT SIGN.

108 NEW STORAGE SHED.

109 NEW TRASH ENCLOSURE.

110 NEW CONCRETE APRONS.

111 REMOVE SITE POLE HEADS AND REPLACE WITH NEW LED POLE HEAD.

112 NEW MAILBOXES.

113 NEW PARKING SIGNAGE.

114 REMOVE EXISTING MAILBOXES.

115 OPEN CURB AT CORNER AS NEEDED TO DRAIN - COORDINATE ALL SLOPE

AND PARKING LOT DRAINAGE REQUIREMENTS.

1 8/17/18 90% CD



BITUMINOUS PAVING

7
"

1' - 2" 6"SLOPE 3/4" / FT.

3"

3
"

1
/2
"

1' - 8"

5
 7

/8
"

7
 5

/8
"

NEW CONC. WALK

1/2" EXPANSION JOINT

4
"

#5 REBAR - PIN

NOTE: CURB AND GUTTER DESIGN 

BASED ON MN DOT B612 DETAIL

BITUMINOUS PAVING

FINISH GRADE

7
"

1' - 2" 6"

SLOPE 3/4" / FT.

3"

3
"

1
/2
"

1' - 8"

5
 7

/8
"

7
 5

/8
"

NOTE: CURB AND GUTTER DESIGN 

BASED ON MN DOT B612 DETAIL

SEE PLAN

4
"

6
"

SEE SPEC. FOR PSI CONCRETE

6X6X1.4X1.4 W.W.M. 

REINFORCEMENT

SEE SPEC FOR AGGREGATE BASE

FINISHED GRADE

SLOPE 3/4" /FT

CONCRETE SWALE 

BITUMINOUS PAVING

CONCRETE DRIVE

CONDENSOR UNIT

DISCONNECT

4" CONCRETE PAD

C
LE

A
R

2
'-
0

"

8"

8" TYP. ALL SIDES

C
O

N
C

R
E
T
E
 A

P
R
O

N

1
0
'-
0

"

BITUMINOUS PAVEMENT - STREET

PATCH AS NEEDED

4

A102

EXTEND CONCRETE 

CURB TO STREET

BITUMINOUS PAVEMENT - DRIVEWAY

12"X18" GREEN ON WHITE

12"

1
8

"

12"X18" WHITE ON BLUE HANDICAP PRKG 

SIGN -VERIFY PENALTY W/ LOCAL ORDINANCES

HOT DIPPED GALVANIZED AND BONDERIZED 

STEEL 16 GAUGE AND COMPLETELY 

PAINTED WITH BAKED ENAMELS (TYP.)

BOTTOM OF SIGN

ELEV: 60" (MIN.) AF 

PARKING

12"

5
' 
- 

0
" 
(M

IN
)

1
8

"

UP TO $250 FINE
FOR VIOLATION

1"ID X 1.9"OD 

GALVANIZED STL POST 

(TYP.)

FINISHED 

GRADE

OR CURB

5
' 
0

" 
 M

IN
.

CAP (TYP.)

FUTURE

RESIDENT

PARKING
MON-SAT.
8AM-5PM

12"

1
8

" NO

PARKING

ACCESS AISLE SIGN

C
U

R
B
 

R
A
M

P

S
LO

P
E
 

1
:1

2
 

S
LO

P
E
 1

:2
0

 

SLOPE

1:12 

TRUNCATED DOME AREA 

FLARED SIDES SHALL 

NOT EXCEED 1:12 

SLOPE

CONCRETE WALK

SEE PLAN

CONCRETE PLAY CURB

(2) #4 REBAR - CONTINUOUS

GRADE OR WALK 

COMPACTED OR UNDISTURBED

SUBGRADE

COMPACTED BASE MATERIAL

4" PERFORATED DRAIN TILE W/ FILTER SOCK

PLACE PEA GRAVEL UNDER & AROUND 

DURING INSTALLATION, DAYLIGHT

GEOTEXTILE FILTER FABRIC 

- OVERLAP EDGES AT LEAST 12"

ENGINEERED WOOD FIBERS

NOTES:

- ALL CONCRETE CURBING TO HAVE

  LIGHT BROOM FINISH

- PLACE VERTICAL CONTROL JOINTS

  EVERY 8' O.C.

1
0

" 
 M

IN
6

"

8"

1/2" EXPANSION JOINT W/

WATERPROOF SEALANT AT CONCRETE

#4x6" REBAR DOWEL 4' O.C.

AT SIDEWALK EDGE WHERE PRESENT

3
"

1/2" RADIUS, TYP.

SLOPE GRADE 

TOWARD DRAIN TILE

EMBED GALV. GRATE IN 

BOTTOM & SIDES OF 

CONC.

PVC PIPE (SLOPE FROM PLAYGROUND 

AT 1/8" / FT. MIN.)

CONCRETE

EXISTING GRADE

12"
1/4"

C
U

R
B
 

R
A
M

P

S
L
O

P
E
  

D
O

W
N

1
:1

2

S
L
O

P
E
 

D
O

W
N

1
:2

0

M
A
X
.

PLAYGROUND SURFACE 

MATERIAL OVERLAPS CURB 

RAMP

(SHOWN AS HATCHED)

CONCRETE WALK

5' - 0"

MULCH (HATCH PATTERN)

CONCRETE CURB

EXIST. CONCRETE WALK

VERIFY IN FIELD

6'-0"

V
E
R
IF

Y
 I
N
 F

IE
LD

7
'-
0

"

EXISTING POSTS 

TO REMAIN

NEW SIGNAGE -

CONTRACTOR TO VERIFY 

SIGNAGE REQUIREMENTS

WITH OWNER

2
4

"
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A102

WEST BIRCH TOWNHOME
RENOVATION

504 13TH AVENUE N.
PRINCETON, MN 55371

SITE DETAILS

1 1/2" = 1'-0"1

CURB & GUTTER DETAIL @ BITUMINOUS PAVING (CONC.
WALK)

1 1/2" = 1'-0"2

CURB & GUTTER DETAIL @ BITUMINOUS PAVING (NO
WALK)

1" = 1'-0"6
CONCRETE SIDEWALK SECTION

1" = 1'-0"4
CONCRETE APRON @ SECTION

1/2" = 1'-0"11
FIRST FLOOR-TOWNHOMES - CONDENSOR UNIT

1/8" = 1'-0"5
CONCRETE APRON AT DRIVEWAY ENTRANCE

1 8/17/18 90% CD

3/4" = 1'-0"12
PARKING SIGNAGE

1/4" = 1'-0"7
CURB CUT PLAN

1" = 1'-0"10
CURB DETAIL @ PLAYGROUND

1 1/2" = 1'-0"9
DRAIN LINE OUTLET - SECTION

1/4" = 1'-0"8
CURB CUT @ PLAYGROUND

1/2" = 1'-0"3
NEW SIGN



#5 REBAR @ 4' O.C. TYP.

-19" OVERLAP

6" GRAVEL BASE

4" CONCRETE SLAB ON GRADE

W/ 10" THICKEND EDGE

1/2" X 8" ANCHOR BOLT @ 4' MIN. SPACING

8" X 16"  CONT. CONCRETE

FOOTING W/ (2) #5 REBAR

2 X 4 SILL PLATE - TREATED

1/2" CDX PLYWOOD SHEATING

VINYL SIDING

8" CMU

8
"

2
'-
0

"
1

0
"

FINISHED GRADE

6 X 6 X 1.4 X 1.4 W.W.M. REINFORCEMENT

UNDISTURBED SOIL

2

1

2

1

2

2

4

1'-0"

BUILT-UP WOOD BEAM: P.T. (2) 

2x12 W/ 1/2" APA RATED 

EXTERIOR GRADE PLYWOOD 

FILLER; FULLY NAILED

SIMPSON PCZ4Z @ MID-

SPAN & EPC4Z @ ENDS 

CONNECTOR

4 X 4 TREATED WOOD POST

SIMPSON STRONG TIE 

H1 - 18 GA. TYP. AT 

EA. TRUSS

1 X 6 TRIM

2

WOOD TRUSS @ 

24" O.C.

ROOFING

METAL DRIP EDGE

5/8" APA RATED 

EXTERIOR GRADE 

PLYWOOD

NOTE:

1. ALL WOOD FRAMING, SHEATHING, POSTS, ETC.  TO BE PRESSURE 

TREATED AND EXTERIOR GRADE.

2. CONTRACTOR TO PROVIDE FULLY ENGINEERED SHOP DRAWINGS FOR 

TRUSSES TO ARCHITECT FOR APPROVAL PRIOR TO FABRICATION.

12

4

ALUMINUM SOFFIT & FASCIA

2

4

1'-0"

2 X 4 WALL STUD @ 16" O.C.

1 X 6 TRIM

WOOD TRUSS @ 

24" O.C.

ROOFING

METAL DRIP EDGE

5/8" APA RATED 

EXTERIOR GRADE 

PLYWOOD

NOTE:

1. ALL WOOD FRAMING, SHEATHING, POSTS, ETC.  TO BE PRESSURE 

TREATED AND EXTERIOR GRADE.

2. CONTRACTOR TO PROVIDE FULLY ENGINEERED SHOP DRAWINGS FOR 

TRUSSES TO ARCHITECT FOR APPROVAL PRIOR TO FABRICATION.

2
2

4
4

CONNECTOR PLATE

1/2" CDX PLYWOOD SHEATING

SOFFIT

VINYL SIDING

12

4

ALUMINUM FASCIA

1
:4

8
 

4" PARKING STRIPE - DIMENSION

TO C OF STRIPE (TYP)

PAINTED ACCESSIBILITY

SYMBOL (TYP) - SEE SITE 

PLAN FOR ACCESSIBLE 

PARKING LOCATIONS

ACCESS AISLE - PAINTED 

STRIPES @ 36" O.C. & 

PAINTED12" LETTERS "NO 

PARKING" (TYP) 

NEW ACCESSIBLE 

PARKING SIGN (TYP)

- SEE DETAIL

NO
PARKING

L

1:20 

1:48 

MAX.

NOTE:

TRUNCATED DOME AREA

- SEE DETAIL

MAX.

SLOPE 

M
A
X
.

CONCRETE SIDEWALK

CONCRETE DRIVE @ ACCESSIBLE AREA

AP

AP

8' - 0" 8' - 0" 8' - 0"

RUNNING AND 

CROSS SLOPE AT 

ACCESSIBLE 

PARKING

NEW CONC. PARKING BUMPERS

12

A102

5

A103

NOTE: DOME TYPE PEDESTRIAN 

RAMPS SHALL MEET STATE 

HIGHWAY REQUIREMENTS.

7/8" TO 1-7/16"

1
/5

OF BASE DIA.

50% - 60%

"

 DOME (TYP)

1-5/8" TO 2-3/8"

 2
-3

/8
" 
(T

Y
P
)

1
-5

/8
" 
T
O

15/16" (TYP)

2
' 
- 

0
" 
  
  

  
.

5/8" MIN (TYP)

NOTES:

1. 6" TO 8" IS THE REQUIRED OFFSET OF THE DETECTABLE 

WARNINGS/TRUNCATED DOME AREA FROM THE FRONT FACE OF 

CURB, OR PLACE THE DETECTABLE WARNINGS AT THE BACK OF 

CURB.

2. ADA REQUIRED TRUNCATED DOME AREA SHALL BE 2'-0" MIN. 

IN DIRECTION OF TRAVEL AND SHALL EXTEND THE FULL WIDTH 

(3'-0" OR 4'-0" TYP.) OF THE CURB RAMP. THIS 2'-0" BY 3'-0" OR 

4'-0" WIDTH (TYP.) TRUNCATED DOME AREA SHALL CONTRAST 

VISUALLY WITH THE ADJACENT WALKING SURFACE. THE ENTIRE 

TRUNCATED DOME AREA SHALL BE A LIGHT COLOR (LIGHT GRAY, 

WHITE, OR YELLOW) WHEN THE ADJACENT SIDEWALK IS A DARK 

COLOR. THE ENTIRE TRUNCATED DOME AREA SHALL BE A DARK 

COLOR (RED, BLACK, DARK GRAY, OR BRIGHT YELLOW) WHEN 

THE ADJACENT SIDEWALK IS A "WHITE" OR LIGHT GRAY CEMENT 

COLOR.

DOME SECTION DOME SPACING
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08/17/18

A103

WEST BIRCH TOWNHOME
RENOVATION

504 13TH AVENUE N.
PRINCETON, MN 55371

SITE DETAILS

1 8/17/18 90% CD

1" = 1'-0"1
SHED FOUNDATION @ WALL

1" = 1'-0"2
SHED ROOF EDGE @ POST

1" = 1'-0"3
SHED ROOF EDGE @ WALL

1/8" = 1'-0"4
PLAN @ TYPICAL ACCESSIBLE PARKING

6" = 1'-0"5
TRUNCATED DOME



5
' Ø

 

2
'-
6

"
2

'-
6

"
8

"

CANE BOLTS W/ PIPE SLEEV IN CONC. 

FOR SECURING GATE - LOCATE ON 

INTERIOR SIDE OF GATE 

- SEE CANE BOLT DETAIL 6 / A104

3 FABRICATED COLLAR HINGES PER 

BOLLARD W/ GREASE ZERK, WELD 

BOTTOM HINGE TO BOLLARD, SET 

SCREW FOR TOP HINGE TO BOLLARD

8" CONCRETE APRON - REINFORCE 

W/ #4 REBAR BOTH WAYS 18" O.C.

2 1/2" x 2 1/2" x 1/4" GALV.

STL TUBE CROSS FRAME, TYP.

3" X 3" X 1/4" GALV. STL TUBE 

CRPSS FRAME, TYP.

8

A104

CORRUGATED GALVANIZED 

ROOF DECKING @ DOOR

STEEL BOLLARD, REFER TO DETAIL 

9 / A104

3 1/2" X 3 1/2" X 1/4"

GALVANIZED STEEL POST

 4
' 
- 

0
"

DOUBLE 2 X 4 TREATED 

TOP PLATE - TOP 2 X 4 IS 

CONTINUOS OVER POSTS

DOUBLE 2 X 4 TREATED BOTTOM PLATE

4" X 3" X 1/4" STEEL ANGLE

4" X 3" X 1/4" STEEL ANGLE

2 X 4 TREATED STUDS 16" OC

6
' 
- 

0
"

12"

MAX.

6'-0"

3
"

3
"

5
'-
0

"
6

"

6
'-
0

"

2 x 6 DECKBOARD (COMPOSITE) 

OVER FRAME, REFER TO ELEVATIONS

3/4" DIAMETER 

CANE BOLT

GUIDE TAB, TYP AT 

EACH CANE BOLT

METAL SLEEVE

EMBEDDED IN CONC.

ANTI-REMOVAL COLLAR

WELDED ARM TAB

VERTICAL CORRUGATED 

GALVANIZED ROOF 

DECKING - PAINTED

SELF TAPPING STAINLESS STEEL 

SCREW

-FASTEN AT TOP, CENTER, & BOTTOM 

(2EA LOCATION)

3" X 3" X 1/4"  GALV. STEEL TUBE 

FRAME, TYP.

2"X2" X 1/4" ANGLE / GALVINIZED

GALVANIZED ROOF DECKING 

PAINTED 

GALVANIZED STEEL 

BOLLARD FILLED W/ 

CONCRETE 

CONCRETE PIER, 

12" DIA. 

5
'-
0

" 
M

IN
6

'' 
- 

0
"

6" DOMED CONCRETE

- PAINT

PAVEMENT

SLOPED DECKING CAP (COMPOSITE)

AT 15 DEG. SLOPE

2 X 6 DECK BOARD (COMPOSITE) 

INTERIOREXTERIOR

WOOD SHIM PIECE, CONT. - TREATED

6"

TYP. BOLLARD AT GATE /

SEE DETAIL 9 / A104

TYP. FRAMING CONSTRUCTION

SEE DETAIL 7 / A104 

REC
YC

LE

ADA ROUTE

6
 YD

.

D
U
M
PS

TER

REC
YC

LE

REC
YC

LE

G
A
T
E

1
0

'-
0

"

5'-4" 5'-4" 5'-4"

5
'-
0

"
5

'-
0

"

18'-0"

16'-0"

4
0

'-
0

"

6
"

P
A
R
K
IN

G
 S

P
O

T

8
'-
0

"

A
IS

LE

8
'-
0

"

1
'-
6

"

A104

7

9

A104

10

A104

S
TRIPIN

G

H
O
LE FO

R C
AN

E 

B
O
LTS

, TYP.

14'-0"

8"

5
' - 0

"

1'-6"

1
'-
6

"

SEE TYP. NOTES

ON A1035'-0" 5'-0"

6
'-
0

"
4

'-
0

"

SEE TYP. NOTES

ON A103

4
'-
0

"
6

'-
0

"

1'-0" 6'-0" 4'-8" 5'-4"

SEE TYP. NOTES

ON A103

4
'-
0

"
6

'-
0

"

5'-4" 5'-4" 5'-4" 1'-0"
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A104

WEST BIRCH TOWNHOME
RENOVATION

504 13TH AVENUE N.
PRINCETON, MN 55371

SITE DETAILS - TRASH
ENCLOSURE

1/4" = 1'-0"1
TRASH ENCLOSURE - FRONT ELEVATION

1/2" = 1'-0"7
TRASH ENCLOSURE @ FRAMING CONSTRUCTION

1" = 1'-0"6
CANE BOLT DETAIL

1 1/2" = 1'-0"8
DETAIL @ PANEL CONNECTION
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1/4" = 1'-0"4
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TRASH ENCLOSURE - SIDE ELEVATION
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504 13TH AVENUE N.
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UNIT PLANS - TYPE 'A'

1/4" = 1'-0"1
UNIT TYPE 'A' - FIRST FLOOR PLAN

UNIT KEYNOTES

401 REMOVE AND REPLACE DISHWASHER - PER MATRIX.

402 REMOVE AND REPLACE RANGE - PER MATRIX.

403 REMOVE AND REPLACE RANGE HOOD - PER MATRIX.

404 REMOVE AND REPLACE REFRIGERATOR - PER MATRIX.

406 NEW KITCHEN COUNTERTOP - REMOVE EXISTING COUNTERTOP AND INSTALL

NEW COUNTERTOP.

407 NEW KITCHEN SINK - DOUBLE BOWL.

409 NEW BATHROOM COUNTERTOPS - REMOVE EXISTING COUNTERTOP AND

INSTALL NEW COUNTERTOP.

410 NEW BATHROOM FAUCETS AT SINK AND TUB/SHOWER.

411 NEW BATHROOM ACCESSORIES.

412 NEW WALL-MOUNTED MIRROR.

414 NEW INTERIOR DOORS (10 TOTAL) - LOCATIONS DETERMINED BY OWNER.

REMOVE EXISTING AND INSTALL NEW DOOR, FRAME, AND HARDWARE.

415 NEW CARPET - PER MATRIX - REMOVE EXISTING CARPET AND INSTALL NEW IN

BEDROOMS ONLY.

416 NEW VINYL FLOORING - PER MATRIX - REMOVE EXISTING AND INSTALL NEW.

417 NEW VERTICAL BLINDS.

418 NEW WINDOWS - REMOVE EXISTING AND INSTALL NEW WINDOW, FRAME, AND

HARDWARE.

419 REPAIR GYPSUM BOARD WALLS AND CEILINGS AS SPECIFIED.

420 NEW BATHROOM EXHAUST FAN WITH HUMIDISTAT; SINGLE SWITCH.

421 REMOVE EXISTING SMOKE/CO  DETECTORS AND REPLACE WITH NEW.

422 NEW ELECTRICAL WIRING AS NEEDED FOR DEVICE REPLACEMENT.

423 NEW ELECTRICAL DEVICES.

424 REMOVE EXISTING FURNACE AND REPLACE WITH NEW FURNACE/AC . NOTE

THAT THREE (3) EXISTING FURNACES WILL BE SALVAGED FOR OWNER'S USE

ON ANOTHER SITE. CENTRAL AIR IS NEW TO UNITS.

425 REMOVE EXISTING AIR CONDITIONING UNIT AND  SLEEVE.  INSTALL NEW

WINDOW IN OPENING.

426 NEW THERMOSTAT(S) IN EXISTING UNITS.

427 NEW SHOWER VALUES AND HEADS.

428 REMOVE EXISTING WATER HEATER AND REPLACE WITH NEW WATER HEATER.

NOTE THAT FOUR (4) EXISTING WATER HEATERS (MOST RECENTLY REPLACED)

WILL BE SALVAGED FOR OWNER'S USE ON ANOTHER SITE.

429 EXISTING TUB AND SHOWER SURROUND TO REMAIN. PATCH ANY DEFECTS

AND REFINISH BOTH.

430 REMOVE AND REPLACE ALL INTERIOR LIGHT FIXTURES - SEE SCHEDULE.

431 NEW WOOD CASING AT NEW DOORS AND WINDOWS - MATCH EXIST.

PROFILE.

432 NEW SHUT OFF VALVES AT ALL PLUMBING FIXTURES.

433 ADD UNIT SHUT OFF VALVE IF NOT EXISTING CURRENTLY.

434 PATCH AND PAINT KITCHEN AND BATHROOM WALLS AND CEILINGS AS

REQUIRED BY CABINET/COUNTERTOP WORK.

438 EXIST. KITCHEN CABINETS TO REMAIN. SEE CABINET NOTES BELOW FOR

REQUIRED MODIFICATIONS.

439 EXIST. BATHROOM CABINETS TO REMAIN. SEE CABINET NOTES BELOW FOR

REQUIRED MODIFICATIONS.

440 NEW INTERIOR BI-FOLD CLOSET DOORS (10 TOTAL) - LOCATIONS

DETERMINED BY OWNER.  REMOVE EXISTING AND INSTALL NEW DOORS AND

HARDWARE.

1 8/17/18 90% CD

CABINET NOTES:

ALL EXISTING WALL & BASE CABINET BOXES TO REMAIN, WITH MODIFICATIONS AS 

NOTED BELOW.

1- DRAWERS: REUSE EXISTING DRAWER BOXES AND INSTALL NEW DRAWER GLIDES. 

REPLACE ALL DRAWER FRONTS (MATCH EXISTING DETAILS), CONCEAL SCREWS. 

PROVIDE A ROUTERED FINGER PULL ALONG BOTTOM EDGE OF DRAWER FRONT.

2- CABINET DOORS: REPLACE ALL CABINET DOORS AND HINGES (MATCH EXISTING 

DETAILS). IN LIEU OF HARDWARE PULLS, PROVIDE A ROUTERED FINGER PULL 

ALONG BOTTOM EDGE OF WALL CABINET DOORS AND ALONG THE TOP EDGE OF 

BASE CABINET DOORS. 

3- ALL HARDWOOD SPECIES & HARDWARE FINISHES TO MATCH EXISTING. 
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*NOTE*

ELECTRICAL SYMBOLS ARE PROVIDED TO SHOW INTENT & AID IN BIDDING PURPOSES ONLY

-ALL ELECTRICAL WORK IS DESIGN/BUILD

-CONTRACTOR SHALL PRODUCED ENGINEERED ELECTRICAL DRAWINGS AS REQUIRED BY LOCAL CODES

-CONTRACTOR SHALL VERIFY ADEQUATE LIGHT LEVEL REQUIREMENTS AND SHALL CONTACT --- -THE ARCHITECT IF 

ADJUSTMENTS ARE NECESSARY

-FULL FIRE ALARM DESIGN AND SHOP DRAWINGS SHALL BE PROVIDED BY THE CONTRACTOR . -FULL SECURITY 

CAMERA SYSTEM AND SHOP DRAWINGS TO BE PROIVED BY THE CONTRACTOR.

-LOCATE NEW GFCI OUTLETS AT ALL LOCATIONS REQUIRED BY CODE

OTHER

FAN
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DUPLEX RECEPTACLE

(CONTRACTOR TO VERIFY

GFIC IN-FIELD)

TELEVISION OUTLET
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FLOOR PLANS

1/4" = 1'-0"1
UNIT TYPE 'B' - FIRST FLOOR PLAN

1/4" = 1'-0"2
UNIT TYPE 'B' - FIRST FLOOR PLAN - MECH. & ELECT.

UNIT KEYNOTES

401 REMOVE AND REPLACE DISHWASHER - PER MATRIX.

402 REMOVE AND REPLACE RANGE - PER MATRIX.

403 REMOVE AND REPLACE RANGE HOOD - PER MATRIX.

404 REMOVE AND REPLACE REFRIGERATOR - PER MATRIX.

406 NEW KITCHEN COUNTERTOP - REMOVE EXISTING COUNTERTOP AND INSTALL NEW

COUNTERTOP.

407 NEW KITCHEN SINK - DOUBLE BOWL.

410 NEW BATHROOM FAUCETS AT SINK AND TUB/SHOWER.

411 NEW BATHROOM ACCESSORIES.

412 NEW WALL-MOUNTED MIRROR.

414 NEW INTERIOR DOORS (10 TOTAL) - LOCATIONS DETERMINED BY OWNER.

REMOVE EXISTING AND INSTALL NEW DOOR, FRAME, AND HARDWARE.

415 NEW CARPET - PER MATRIX - REMOVE EXISTING CARPET AND INSTALL NEW IN

BEDROOMS ONLY.

416 NEW VINYL FLOORING - PER MATRIX - REMOVE EXISTING AND INSTALL NEW.

417 NEW VERTICAL BLINDS.

418 NEW WINDOWS - REMOVE EXISTING AND INSTALL NEW WINDOW, FRAME, AND

HARDWARE.

419 REPAIR GYPSUM BOARD WALLS AND CEILINGS AS SPECIFIED.

420 NEW BATHROOM EXHAUST FAN WITH HUMIDISTAT; SINGLE SWITCH.

421 REMOVE EXISTING SMOKE/CO  DETECTORS AND REPLACE WITH NEW.

422 NEW ELECTRICAL WIRING AS NEEDED FOR DEVICE REPLACEMENT.

423 NEW ELECTRICAL DEVICES.

424 REMOVE EXISTING FURNACE AND REPLACE WITH NEW FURNACE/AC . NOTE THAT

THREE (3) EXISTING FURNACES WILL BE SALVAGED FOR OWNER'S USE ON

ANOTHER SITE. CENTRAL AIR IS NEW TO UNITS.

425 REMOVE EXISTING AIR CONDITIONING UNIT AND  SLEEVE.  INSTALL NEW WINDOW

IN OPENING.

426 NEW THERMOSTAT(S) IN EXISTING UNITS.

428 REMOVE EXISTING WATER HEATER AND REPLACE WITH NEW WATER HEATER.  NOTE

THAT FOUR (4) EXISTING WATER HEATERS (MOST RECENTLY REPLACED) WILL BE

SALVAGED FOR OWNER'S USE ON ANOTHER SITE.

429 EXISTING TUB AND SHOWER SURROUND TO REMAIN. PATCH ANY DEFECTS AND

REFINISH BOTH.

430 REMOVE AND REPLACE ALL INTERIOR LIGHT FIXTURES - SEE SCHEDULE.

431 NEW WOOD CASING AT NEW DOORS AND WINDOWS - MATCH EXIST. PROFILE.

432 NEW SHUT OFF VALVES AT ALL PLUMBING FIXTURES.

433 ADD UNIT SHUT OFF VALVE IF NOT EXISTING CURRENTLY.

434 PATCH AND PAINT KITCHEN AND BATHROOM WALLS AND CEILINGS AS REQUIRED

BY CABINET/COUNTERTOP WORK.

438 EXIST. KITCHEN CABINETS TO REMAIN. SEE CABINET NOTES BELOW FOR

REQUIRED MODIFICATIONS.

439 EXIST. BATHROOM CABINETS TO REMAIN. SEE CABINET NOTES BELOW FOR

REQUIRED MODIFICATIONS.

440 NEW INTERIOR BI-FOLD CLOSET DOORS (10 TOTAL) - LOCATIONS DETERMINED BY

OWNER.  REMOVE EXISTING AND INSTALL NEW DOORS AND HARDWARE.

1 8/17/18 90% CD

CABINET NOTES:

ALL EXISTING WALL & BASE CABINET BOXES TO REMAIN, WITH MODIFICATIONS AS 

NOTED BELOW.

1- DRAWERS: REUSE EXISTING DRAWER BOXES AND INSTALL NEW DRAWER GLIDES. 

REPLACE ALL DRAWER FRONTS (MATCH EXISTING DETAILS), CONCEAL SCREWS. 

PROVIDE A ROUTERED FINGER PULL ALONG BOTTOM EDGE OF DRAWER FRONT.

2- CABINET DOORS: REPLACE ALL CABINET DOORS AND HINGES (MATCH EXISTING 

DETAILS). IN LIEU OF HARDWARE PULLS, PROVIDE A ROUTERED FINGER PULL 

ALONG BOTTOM EDGE OF WALL CABINET DOORS AND ALONG THE TOP EDGE OF 

BASE CABINET DOORS. 

3- ALL HARDWOOD SPECIES & HARDWARE FINISHES TO MATCH EXISTING. 
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*NOTE*

ELECTRICAL SYMBOLS ARE PROVIDED TO SHOW INTENT & AID IN BIDDING PURPOSES ONLY

-ALL ELECTRICAL WORK IS DESIGN/BUILD

-CONTRACTOR SHALL PRODUCED ENGINEERED ELECTRICAL DRAWINGS AS REQUIRED BY LOCAL CODES

-CONTRACTOR SHALL VERIFY ADEQUATE LIGHT LEVEL REQUIREMENTS AND SHALL CONTACT --- -THE ARCHITECT IF 

ADJUSTMENTS ARE NECESSARY

-FULL FIRE ALARM DESIGN AND SHOP DRAWINGS SHALL BE PROVIDED BY THE CONTRACTOR . -FULL SECURITY 

CAMERA SYSTEM AND SHOP DRAWINGS TO BE PROIVED BY THE CONTRACTOR.

-LOCATE NEW GFCI OUTLETS AT ALL LOCATIONS REQUIRED BY CODE

OTHER
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SCALE
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504 13TH AVENUE N.
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UNIT PLANS - TYPE 'B' -
SECOND FLOOR PLANS

1 8/17/18 90% CD

1/4" = 1'-0"1
UNIT TYPE 'B' - SECOND FLOOR PLAN

1/4" = 1'-0"2
UNIT TYPE 'B' - SECOND FLOOR PLAN - MECH. & ELECT.

UNIT KEYNOTES

409 NEW BATHROOM COUNTERTOPS - REMOVE EXISTING COUNTERTOP AND

INSTALL NEW COUNTERTOP.

410 NEW BATHROOM FAUCETS AT SINK AND TUB/SHOWER.

411 NEW BATHROOM ACCESSORIES.

412 NEW WALL-MOUNTED MIRROR.

414 NEW INTERIOR DOORS (10 TOTAL) - LOCATIONS DETERMINED BY OWNER.

REMOVE EXISTING AND INSTALL NEW DOOR, FRAME, AND HARDWARE.

415 NEW CARPET - PER MATRIX - REMOVE EXISTING CARPET AND INSTALL NEW IN

BEDROOMS ONLY.

416 NEW VINYL FLOORING - PER MATRIX - REMOVE EXISTING AND INSTALL NEW.

417 NEW VERTICAL BLINDS.

418 NEW WINDOWS - REMOVE EXISTING AND INSTALL NEW WINDOW, FRAME, AND

HARDWARE.

419 REPAIR GYPSUM BOARD WALLS AND CEILINGS AS SPECIFIED.

420 NEW BATHROOM EXHAUST FAN WITH HUMIDISTAT; SINGLE SWITCH.

421 REMOVE EXISTING SMOKE/CO  DETECTORS AND REPLACE WITH NEW.

422 NEW ELECTRICAL WIRING AS NEEDED FOR DEVICE REPLACEMENT.

423 NEW ELECTRICAL DEVICES.

425 REMOVE EXISTING AIR CONDITIONING UNIT AND  SLEEVE.  INSTALL NEW

WINDOW IN OPENING.

429 EXISTING TUB AND SHOWER SURROUND TO REMAIN. PATCH ANY DEFECTS AND

REFINISH BOTH.

430 REMOVE AND REPLACE ALL INTERIOR LIGHT FIXTURES - SEE SCHEDULE.

431 NEW WOOD CASING AT NEW DOORS AND WINDOWS - MATCH EXIST. PROFILE.

432 NEW SHUT OFF VALVES AT ALL PLUMBING FIXTURES.

434 PATCH AND PAINT KITCHEN AND BATHROOM WALLS AND CEILINGS AS

REQUIRED BY CABINET/COUNTERTOP WORK.

439 EXIST. BATHROOM CABINETS TO REMAIN. SEE CABINET NOTES BELOW FOR

REQUIRED MODIFICATIONS.

440 NEW INTERIOR BI-FOLD CLOSET DOORS (10 TOTAL) - LOCATIONS DETERMINED

BY OWNER.  REMOVE EXISTING AND INSTALL NEW DOORS AND HARDWARE.

CABINET NOTES:

ALL EXISTING WALL & BASE CABINET BOXES TO REMAIN, WITH MODIFICATIONS AS NOTED 

BELOW.

1- DRAWERS: REUSE EXISTING DRAWER BOXES AND INSTALL NEW DRAWER GLIDES. 

REPLACE ALL DRAWER FRONTS (MATCH EXISTING DETAILS), CONCEAL SCREWS. PROVIDE 

A ROUTERED FINGER PULL ALONG BOTTOM EDGE OF DRAWER FRONT.

2- CABINET DOORS: REPLACE ALL CABINET DOORS AND HINGES (MATCH EXISTING 

DETAILS). IN LIEU OF HARDWARE PULLS, PROVIDE A ROUTERED FINGER PULL ALONG 

BOTTOM EDGE OF WALL CABINET DOORS AND ALONG THE TOP EDGE OF BASE CABINET 

DOORS. 

3- ALL HARDWOOD SPECIES & HARDWARE FINISHES TO MATCH EXISTING. 
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*NOTE*

ELECTRICAL SYMBOLS ARE PROVIDED TO SHOW INTENT & AID IN BIDDING PURPOSES ONLY

-ALL ELECTRICAL WORK IS DESIGN/BUILD

-CONTRACTOR SHALL PRODUCED ENGINEERED ELECTRICAL DRAWINGS AS REQUIRED BY LOCAL CODES

-CONTRACTOR SHALL VERIFY ADEQUATE LIGHT LEVEL REQUIREMENTS AND SHALL CONTACT --- -THE ARCHITECT IF 

ADJUSTMENTS ARE NECESSARY

-FULL FIRE ALARM DESIGN AND SHOP DRAWINGS SHALL BE PROVIDED BY THE CONTRACTOR . -FULL SECURITY 

CAMERA SYSTEM AND SHOP DRAWINGS TO BE PROIVED BY THE CONTRACTOR.

-LOCATE NEW GFCI OUTLETS AT ALL LOCATIONS REQUIRED BY CODE

OTHER

FAN

SWITCH

DUPLEX RECEPTACLE

(CONTRACTOR TO VERIFY

GFIC IN-FIELD)

TELEVISION OUTLET

SMOKE / CO2 DETECTOR
SD/CO

SMOKE DETECTOR SD
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HEAT
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SCALE
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WEST BIRCH TOWNHOME
RENOVATION

504 13TH AVENUE N.
PRINCETON, MN 55371

UNIT PLANS - TYPE 'C' - FIRST
FLOOR PLANS

1/4" = 1'-0"1
UNIT TYPE 'C' - FIRST FLOOR PLAN

1/4" = 1'-0"2
UNIT TYPE 'C' - FIRST FLOOR PLAN - MECH & ELECT.

UNIT KEYNOTES

401 REMOVE AND REPLACE DISHWASHER - PER MATRIX.

402 REMOVE AND REPLACE RANGE - PER MATRIX.

403 REMOVE AND REPLACE RANGE HOOD - PER MATRIX.

404 REMOVE AND REPLACE REFRIGERATOR - PER MATRIX.

406 NEW KITCHEN COUNTERTOP - REMOVE EXISTING COUNTERTOP AND INSTALL

NEW COUNTERTOP.

407 NEW KITCHEN SINK - DOUBLE BOWL.

409 NEW BATHROOM COUNTERTOPS - REMOVE EXISTING COUNTERTOP AND

INSTALL NEW COUNTERTOP.

410 NEW BATHROOM FAUCETS AT SINK AND TUB/SHOWER.

411 NEW BATHROOM ACCESSORIES.

412 NEW WALL-MOUNTED MIRROR.

414 NEW INTERIOR DOORS (10 TOTAL) - LOCATIONS DETERMINED BY OWNER.

REMOVE EXISTING AND INSTALL NEW DOOR, FRAME, AND HARDWARE.

416 NEW VINYL FLOORING - PER MATRIX - REMOVE EXISTING AND INSTALL NEW.

417 NEW VERTICAL BLINDS.

418 NEW WINDOWS - REMOVE EXISTING AND INSTALL NEW WINDOW, FRAME,

AND HARDWARE.

419 REPAIR GYPSUM BOARD WALLS AND CEILINGS AS SPECIFIED.

420 NEW BATHROOM EXHAUST FAN WITH HUMIDISTAT; SINGLE SWITCH.

421 REMOVE EXISTING SMOKE/CO  DETECTORS AND REPLACE WITH NEW.

422 NEW ELECTRICAL WIRING AS NEEDED FOR DEVICE REPLACEMENT.

423 NEW ELECTRICAL DEVICES.

424 REMOVE EXISTING FURNACE AND REPLACE WITH NEW FURNACE/AC . NOTE

THAT THREE (3) EXISTING FURNACES WILL BE SALVAGED FOR OWNER'S USE

ON ANOTHER SITE. CENTRAL AIR IS NEW TO UNITS.

425 REMOVE EXISTING AIR CONDITIONING UNIT AND  SLEEVE.  INSTALL NEW

WINDOW IN OPENING.

426 NEW THERMOSTAT(S) IN EXISTING UNITS.

428 REMOVE EXISTING WATER HEATER AND REPLACE WITH NEW WATER HEATER.

NOTE THAT FOUR (4) EXISTING WATER HEATERS (MOST RECENTLY REPLACED)

WILL BE SALVAGED FOR OWNER'S USE ON ANOTHER SITE.

429 EXISTING TUB AND SHOWER SURROUND TO REMAIN. PATCH ANY DEFECTS

AND REFINISH BOTH.

430 REMOVE AND REPLACE ALL INTERIOR LIGHT FIXTURES - SEE SCHEDULE.

431 NEW WOOD CASING AT NEW DOORS AND WINDOWS - MATCH EXIST.

PROFILE.

432 NEW SHUT OFF VALVES AT ALL PLUMBING FIXTURES.

433 ADD UNIT SHUT OFF VALVE IF NOT EXISTING CURRENTLY.

434 PATCH AND PAINT KITCHEN AND BATHROOM WALLS AND CEILINGS AS

REQUIRED BY CABINET/COUNTERTOP WORK.

438 EXIST. KITCHEN CABINETS TO REMAIN. SEE CABINET NOTES BELOW FOR

REQUIRED MODIFICATIONS.

439 EXIST. BATHROOM CABINETS TO REMAIN. SEE CABINET NOTES BELOW FOR

REQUIRED MODIFICATIONS.

440 NEW INTERIOR BI-FOLD CLOSET DOORS (10 TOTAL) - LOCATIONS

DETERMINED BY OWNER.  REMOVE EXISTING AND INSTALL NEW DOORS AND

HARDWARE.

1 8/17/18 90% CD

CABINET NOTES:

ALL EXISTING WALL & BASE CABINET BOXES TO REMAIN, WITH MODIFICATIONS AS 

NOTED BELOW.

1- DRAWERS: REUSE EXISTING DRAWER BOXES AND INSTALL NEW DRAWER GLIDES. 

REPLACE ALL DRAWER FRONTS (MATCH EXISTING DETAILS), CONCEAL SCREWS. 

PROVIDE A ROUTERED FINGER PULL ALONG BOTTOM EDGE OF DRAWER FRONT.

2- CABINET DOORS: REPLACE ALL CABINET DOORS AND HINGES (MATCH EXISTING 

DETAILS). IN LIEU OF HARDWARE PULLS, PROVIDE A ROUTERED FINGER PULL 

ALONG BOTTOM EDGE OF WALL CABINET DOORS AND ALONG THE TOP EDGE OF 

BASE CABINET DOORS. 

3- ALL HARDWOOD SPECIES & HARDWARE FINISHES TO MATCH EXISTING. 
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*NOTE*

ELECTRICAL SYMBOLS ARE PROVIDED TO SHOW INTENT & AID IN BIDDING PURPOSES ONLY

-ALL ELECTRICAL WORK IS DESIGN/BUILD

-CONTRACTOR SHALL PRODUCED ENGINEERED ELECTRICAL DRAWINGS AS REQUIRED BY LOCAL CODES

-CONTRACTOR SHALL VERIFY ADEQUATE LIGHT LEVEL REQUIREMENTS AND SHALL CONTACT --- -THE ARCHITECT IF 

ADJUSTMENTS ARE NECESSARY

-FULL FIRE ALARM DESIGN AND SHOP DRAWINGS SHALL BE PROVIDED BY THE CONTRACTOR . -FULL SECURITY 

CAMERA SYSTEM AND SHOP DRAWINGS TO BE PROIVED BY THE CONTRACTOR.

-LOCATE NEW GFCI OUTLETS AT ALL LOCATIONS REQUIRED BY CODE

OTHER

FAN

SWITCH

DUPLEX RECEPTACLE

(CONTRACTOR TO VERIFY

GFIC IN-FIELD)

TELEVISION OUTLET
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SCALE
1/4" = 1'-0"

616-18

GB
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504 13TH AVENUE N.
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UNIT PLANS - TYPE 'C' -
SECOND FLOOR PLANS

1 8/17/18 90% CD

1/4" = 1'-0"1
UNIT TYPE 'C' - SECOND FLOOR PLAN

1/4" = 1'-0"2
UNIT TYPE 'C' - SECOND FLOOR PLAN - MECH & ELECT.

UNIT KEYNOTES

409 NEW BATHROOM COUNTERTOPS - REMOVE EXISTING COUNTERTOP AND

INSTALL NEW COUNTERTOP.

410 NEW BATHROOM FAUCETS AT SINK AND TUB/SHOWER.

411 NEW BATHROOM ACCESSORIES.

412 NEW WALL-MOUNTED MIRROR.

414 NEW INTERIOR DOORS (10 TOTAL) - LOCATIONS DETERMINED BY OWNER.

REMOVE EXISTING AND INSTALL NEW DOOR, FRAME, AND HARDWARE.

415 NEW CARPET - PER MATRIX - REMOVE EXISTING CARPET AND INSTALL NEW

IN BEDROOMS ONLY.

416 NEW VINYL FLOORING - PER MATRIX - REMOVE EXISTING AND INSTALL

NEW.

417 NEW VERTICAL BLINDS.

418 NEW WINDOWS - REMOVE EXISTING AND INSTALL NEW WINDOW, FRAME,

AND HARDWARE.

419 REPAIR GYPSUM BOARD WALLS AND CEILINGS AS SPECIFIED.

420 NEW BATHROOM EXHAUST FAN WITH HUMIDISTAT; SINGLE SWITCH.

421 REMOVE EXISTING SMOKE/CO  DETECTORS AND REPLACE WITH NEW.

422 NEW ELECTRICAL WIRING AS NEEDED FOR DEVICE REPLACEMENT.

423 NEW ELECTRICAL DEVICES.

429 EXISTING TUB AND SHOWER SURROUND TO REMAIN. PATCH ANY

DEFECTS AND REFINISH BOTH.

430 REMOVE AND REPLACE ALL INTERIOR LIGHT FIXTURES - SEE SCHEDULE.

431 NEW WOOD CASING AT NEW DOORS AND WINDOWS - MATCH EXIST.

PROFILE.

432 NEW SHUT OFF VALVES AT ALL PLUMBING FIXTURES.

434 PATCH AND PAINT KITCHEN AND BATHROOM WALLS AND CEILINGS AS

REQUIRED BY CABINET/COUNTERTOP WORK.

439 EXIST. BATHROOM CABINETS TO REMAIN. SEE CABINET NOTES BELOW

FOR REQUIRED MODIFICATIONS.

440 NEW INTERIOR BI-FOLD CLOSET DOORS (10 TOTAL) - LOCATIONS

DETERMINED BY OWNER.  REMOVE EXISTING AND INSTALL NEW DOORS

AND HARDWARE.

CABINET NOTES:

ALL EXISTING WALL & BASE CABINET BOXES TO REMAIN, WITH MODIFICATIONS AS 

NOTED BELOW.

1- DRAWERS: REUSE EXISTING DRAWER BOXES AND INSTALL NEW DRAWER GLIDES. 

REPLACE ALL DRAWER FRONTS (MATCH EXISTING DETAILS), CONCEAL SCREWS. 

PROVIDE A ROUTERED FINGER PULL ALONG BOTTOM EDGE OF DRAWER FRONT.

2- CABINET DOORS: REPLACE ALL CABINET DOORS AND HINGES (MATCH EXISTING 

DETAILS). IN LIEU OF HARDWARE PULLS, PROVIDE A ROUTERED FINGER PULL 

ALONG BOTTOM EDGE OF WALL CABINET DOORS AND ALONG THE TOP EDGE OF 

BASE CABINET DOORS. 

3- ALL HARDWOOD SPECIES & HARDWARE FINISHES TO MATCH EXISTING. 
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SIGNATURES

SCALE
1/4" = 1'-0"

616-18

LH

08/17/18

08/17/18

A307

WEST BIRCH TOWNHOME
RENOVATION

504 13TH AVENUE N.
PRINCETON, MN 55371

UNIT PLANS - TYPE 'D'
(ACCESSIBLE)

1/4" = 1'-0"2
UNIT TYPE 'D' (ACCESSIBLE) - FIRST FLOOR PLAN - NEW

ACESSIBLE UNIT - KEYNOTES

401 REMOVE AND REPLACE DISHWASHER - PER MATRIX.

402 REMOVE AND REPLACE RANGE - PER MATRIX.

403 REMOVE AND REPLACE RANGE HOOD - PER MATRIX.

404 REMOVE AND REPLACE REFRIGERATOR - PER MATRIX.

405 NEW KITCHEN CABINETS - REMOVE EXISTING CABINETS

AND INSTALL NEW CABINETS.

406 NEW KITCHEN COUNTERTOP - REMOVE EXISTING

COUNTERTOP AND INSTALL NEW COUNTERTOP.

407 NEW KITCHEN SINK - DOUBLE BOWL.

408 NEW BATHROOM CABINETS - REMOVE EXISTING CABINETS

AND INSTALL NEW CABINETS.

409 NEW BATHROOM COUNTERTOPS - REMOVE EXISTING

COUNTERTOP AND INSTALL NEW COUNTERTOP.

410 NEW BATHROOM FAUCETS AT SINK AND TUB/SHOWER.

411 NEW BATHROOM ACCESSORIES.

412 NEW WALL-MOUNTED MIRROR.

414 NEW INTERIOR DOORS (10 TOTAL) - LOCATIONS

DETERMINED BY OWNER.  REMOVE EXISTING AND INSTALL

NEW DOOR, FRAME, AND HARDWARE.

415 NEW CARPET - PER MATRIX - REMOVE EXISTING CARPET

AND INSTALL NEW IN BEDROOMS ONLY.

416 NEW VINYL FLOORING - PER MATRIX - REMOVE EXISTING

AND INSTALL NEW.

417 NEW VERTICAL BLINDS.

418 NEW WINDOWS - REMOVE EXISTING AND INSTALL NEW

WINDOW, FRAME, AND HARDWARE.

419 REPAIR GYPSUM BOARD WALLS AND CEILINGS AS

SPECIFIED.

420 NEW BATHROOM EXHAUST FAN WITH HUMIDISTAT; SINGLE

SWITCH.

421 REMOVE EXISTING SMOKE/CO  DETECTORS AND REPLACE

WITH NEW.

422 NEW ELECTRICAL WIRING AS NEEDED FOR DEVICE

REPLACEMENT.

423 NEW ELECTRICAL DEVICES.

424 REMOVE EXISTING FURNACE AND REPLACE WITH NEW

FURNACE/AC . NOTE THAT THREE (3) EXISTING FURNACES

WILL BE SALVAGED FOR OWNER'S USE ON ANOTHER SITE.

CENTRAL AIR IS NEW TO UNITS.

425 REMOVE EXISTING AIR CONDITIONING UNIT AND  SLEEVE.

INSTALL NEW WINDOW IN OPENING.

426 NEW THERMOSTAT(S) IN EXISTING UNITS.

427 NEW SHOWER VALUES AND HEADS.

428 REMOVE EXISTING WATER HEATER AND REPLACE WITH NEW

WATER HEATER.  NOTE THAT FOUR (4) EXISTING WATER

HEATERS (MOST RECENTLY REPLACED) WILL BE SALVAGED

FOR OWNER'S USE ON ANOTHER SITE.

429 EXISTING TUB AND SHOWER SURROUND TO REMAIN.

PATCH ANY DEFECTS AND REFINISH BOTH.

430 REMOVE AND REPLACE ALL INTERIOR LIGHT FIXTURES - SEE

SCHEDULE.

431 NEW WOOD CASING AT NEW DOORS AND WINDOWS -

MATCH EXIST. PROFILE.

432 NEW SHUT OFF VALVES AT ALL PLUMBING FIXTURES.

433 ADD UNIT SHUT OFF VALVE IF NOT EXISTING CURRENTLY.

434 PATCH AND PAINT KITCHEN AND BATHROOM WALLS AND

CEILINGS AS REQUIRED BY CABINET/COUNTERTOP WORK.

435 NEW ACCESSIBLE TOILET.

436 NEW CLOSET SHELVES.

437 NEW PATIO W/ MAX 1/2" THRESHOLD AT DOOR.

1/4" = 1'-0"1
UNIT TYPE 'D' (ACCESSIBLE) - FIRST FLOOR PLAN - DEMO

ACCESSIBLE UNIT - DEMO KEYNOTES

021 REMOVE BATHROOM EXHAUST FAN

022 REMOVE SMOKE / CO DETECTORS

023 REMOVE ELECTRICAL DEVICES

024 REMOVE FURNACE

025 REMOVE AIR CONDITIONING UNIT

026 REMOVE THERMOSTAT

027 REMOVE SHOWER VALVES AND HEADS

028 REMOVE WATER HEATER

029 REMOVE BATHROOM SHOWER

030 REMOVE INTERIOR LIGHT FIXTURES

031 REMOVE WALL CASING AT DOORS AND WINDOWS

032 REMOVE SHUT OFF VALVES AT ALL PLUMBING FIXTURES

033 REMOVE TOILET

034 REMOVE CLOSET SHELVES

ACCESSIBLE UNIT - DEMO KEYNOTES

002 REMOVE DISHWASHER

004 REMOVE RANGE HOOD

005 REMOVE REFRIGERATOR

006 REMOVE EXISTING KITCHEN CABINETS

007 REMOVE KITCHEN COUNTERTOPS

008 REMOVE KITCHEN SINK

009 REMOVE EXISTING BATHROOM CABINETS

010 REMOVE BATHROOM COUNTERTOPS

011 REMOVE BATHROOM FAUCETS AT SINK AND TUB/SHOWER

012 REMOVE BATHROOM ACCESSORIES

013 REMOVE WALL MOUNTED MIRROR

014 REMOVE UNIT ENTRY DOOR - INCLUDING FRAME AND HARDWARE

015 REMOVE EXISTING INTERIOR DOORS - INCLUDING FRAME AND HARDWARE

016 REMOVE EXISTING CARPET

017 REMOVE EXISTING VINYL FLOORING

018 REMOVE EXISTING WINDOWS - INCLUDING FRAME AND HARDWARE

019 REMOVE VERTICAL BLINDS

020 REMOVE WALL - INCLUDING DUPLEX RECEPTACLES, SWITCHES, TELEPHONE

OUTLET, SMOKE / CO2 DETECTOR, AND RETURN AIR VENT AND ALL OTHER

ASSOCIATED ITEMS

1 8/17/18 90% CD
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SCALE
1/4" = 1'-0"

616-18

HD, SW

08/17/18

08/17/18

A308

WEST BIRCH TOWNHOME
RENOVATION

504 13TH AVENUE N.
PRINCETON, MN 55371

UNIT PLANS - TYPE 'D'
(ACCESSIBLE)

1/4" = 1'-0"2
UNIT TYPE 'D' (ACCESSIBLE) - MECH & ELECT. PLAN

1/4" = 1'-0"1
UNIT TYPE 'D' (ACCESSIBLE) - CLEARANCE PLAN
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B/A:

1600 Marshall Steet NE, Suite 1
Minneapolis, MN 55413
612/331-2222
612/331-2224 FAX
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PROJECT INFO

SIGNATURES

SCALE
1/8" = 1'-0"

616-18

HD

08/17/18

08/17/18

A401

WEST BIRCH TOWNHOME
RENOVATION

504 13TH AVENUE N.
PRINCETON, MN 55371

TYPICAL TOWNHOME -
BUILDING ELEVATIONS

1/8" = 1'-0"4
TYPICAL TOWNHOME - ELEVATION 1

1/8" = 1'-0"3
TYPICAL TOWNHOME - ELEVATION 2

1/8" = 1'-0"2
TYPICAL TOWNHOME - ELEVATION 3

1/8" = 1'-0"1
TYPICAL TOWNHOME - ELEVATION 4

ELEVATION KEYNOTES

301 NEW WINDOWS.

302 NEW OVERHEAD GARAGE DOORS.

303 NEW UNIT ENTRY DOORS AND FRAMES. REMOVE EXISTING AND REPLACE

WITH NEW.

304 REMOVE ALL EXTERIOR BUILDING LIGHT FIXTURES AND REPLACE WITH NEW

LED LIGHT FIXTURES.

305 REMOVE AC UNIT AND SLEEVE; INFILL WITH NEW WINDOW; TYP. ALL UNITS.

1 8/17/18 90% CD
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B/A:

1600 Marshall Steet NE, Suite 1
Minneapolis, MN 55413
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PROJECT INFO

SIGNATURES

SCALE
1/4" = 1'-0"

616-18

Author

08/17/18

08/17/18

A701

WEST BIRCH TOWNHOME
RENOVATION

504 13TH AVENUE N.
PRINCETON, MN 55371

INTERIOR ELEVATIONS

1/4" = 1'-0"1
KITCHEN ELEVATION @ ACCESSIBLE UNIT

1/4" = 1'-0"2
KITCHEN SINK ELEVATION @ ACCESSIBLE UNIT

1/4" = 1'-0"3
ACC. BATH ELEV. @ TOILET

1/4" = 1'-0"4
ACC. BATH ELEV. @ SINK

1 8/17/18 90% CD
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INTERIOR DETAILS

1/4" = 1'-0"3
TYPICAL MOUNTING HEIGHTS

3/8" = 1'-0"2
ACCESSIBLE FIXTURE ELEVATIONS

1/4" = 1'-0"1
TYPICAL MOUNTING HEIGHTS - SHELF AND ROD
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3/4" = 1'-0"4
ACC. KITCHEN CABINET SECTION @ SINK

3/4" = 1'-0"5
ACC. KITCHEN CABINET SECTION



DOOR TYPE 1

- PATIO (SWING)

DOOR TYPE 2

- 2 PANEL W/GLASS LITE

DOOR TYPE 4

- FLUSH

DOOR TYPE 5

- FLUSH  (SWING)

DOOR TYPE 6

- FLUSH  (BI-FOLD)

DOOR TYPE 8

- PATIO (SLIDING)

SEE SCHED.
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DOOR TYPE 3

- FLUSH

DOOR TYPE 7

- FLUSH (DOUBLE

BI-FOLD)
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DOOR TYPE 10

- OVERHEAD DOOR
DOOR TYPE 9

- FLUSH

SEE SCHED.
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2" SEE SCHED.
2"
2' - 0" 2"

SEE SCHED.

FRAME TYPE 1

-PAINT BOTH SIDES
-NEW HM FRAME

FRAME TYPE 2

- ALUMINUM CLAD W/

SIDELIGHT (ADA PATIO)

FRAME TYPE 3

- PAINT BOTH SIDES
- NEW WOOD FRAME

2
"
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E
E
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C
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E
D

.

1
0

"

2" SEE SCHED. 2" 3/4" SEE SCHED. 3/4"

3
/4

"
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FINISH SCHEDULE

SEE SPECIFICATION SECTION 09 90 05 FOR ALL FINISHES RELATED TO THE PROJECT

DOOR HARDWARE SCHEDULE

SEE SPECIFICATION SECTION 08 71 00 FOR DOOR HARDWARE GROUPS

WINDOW TYPE A

- VINYL SLIDER

WINDOW TYPE B

ADA UNITS
-TEMPERED GLASS AT
- VINYL AWNING

V
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I hereby certify that this plan, 
specification, or report was 
prepared by me or under my direct 
supervision and that I am a duly 
Licensed Architect under the laws of 
the State of

sign date

reg. no.

reg. exp. date

Issue Date

Drawn By:

Commission No.

VERIFY ALL EXISTING CONSTRUCTION 
DIMENSIONS, ELEVATIONS AND 
CONDITIONS BEFORE STARTING ANY 
CONSTRUCTION.  REVIEW ANY 
DISCREPANCIES WITH THE ARCHITECT.  
ADJUST NEW CONSTRUCTION AS 
REQUIRED.

EXISTING CONDITIONS

SUBMITTALS / REVISIONS
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Minneapolis, MN 55413
612/331-2222
612/331-2224 FAX
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A901

WEST BIRCH TOWNHOME
RENOVATION

504 13TH AVENUE N.
PRINCETON, MN 55371

TYPES & SCHEDULES

1/4" = 1'-0"

DOOR TYPES

1/4" = 1'-0"

FRAME TYPES

DOOR SCHEDULE - UNITS

DOOR DOOR DESCRIPTION WIDTH HEIGHT FIRE RATING DOOR TYPE

DOOR

MATERIAL FRAME TYPE

FRAME

MATERIAL

HARDWARE

GROUP COMMENTS

A1 UNIT ENTRY 3' - 0" 6' - 8" 2 HM INSUL. 1 MTL 1 PROVIDE PRICE FOR SCREEN STORM DOOR REPLACEMENT

A3 GARAGE SERVICE DOOR 2' - 8" 6' - 8" 0 EXIST. 0 EXIST 5 EXISTING DOOR AND FRAME TYPE

B1 BEDROOM 3' - 0" 6' - 8" 4 HC WD 3 WD 2 NOTE #01

B4 BEDROOM 2' - 6" 6' - 8" 4 HC WD 3 WD 2 NOTE #01

C1 BATHROOM 3' - 0" 6' - 8" 4 HC WD 3 WD 2 NOTE #01

C5 BATHROOM 2' - 4" 6' - 8" 4 HC WD 3 WD 2 NOTE #01

D1 CLOSET (SWING) 3' - 0" 6' - 8" 4 HC WD 3 WD 4 NOTE #01

D6 CLOSET (SINGLE) 2' - 0" 6' - 8" 4 HC WD 3 WD 4 NOTE #01

E1 CLOSET (ADA - PAIR SWING) 4' - 0" 6' - 8" 5 HC WD 3 WD 3

G1 CLOSET (x1) BIFOLD 3' - 0" 6' - 8" 6 HC WD 0 WD 5 NOTE #02

G6 CLOSET (x1) BIFOLD 2' - 0" 6' - 8" 6 HC WD 0 WD 5 NOTE #02

H2 CLOSET (X2) BIFOLD 5' - 0" 6' - 8" 7 HC WD 0 WD 6 NOTE #02

H3 CLOSET (X2) BIFOLD 4' - 0" 6' - 8" 7 HC WD 0 WD 6 NOTE #02

K1 PATIO (SLIDING) 6' - 0" 6' - 8" 8 ALUM CLAD 2 ALUM

L1 ADA PATIO SWING 3' - 0" 6' - 6" 1 ALUM CLAD 0 0 ALL HARDWARE AND OPEARATION TO BE ADA COMPLIANT

M1 OVREHEAD GARAGE DOOR 9' - 0" 7' - 0" 9 STEEL 0 COORDINATE WITH ELECTRICAL REQUIREMENTS

1 8/17/18 90% CD

NOTES:

NOTE #01: TEN (10) NEW INTERIOR DOORS AT NON-ACCESSIBLE UNITS. NEW DOORS AT ACCESSIBLE UNITS NOTED ON PLAN.  LOCATIONS DETERMINED BY OWNER DURING CONSTRUCTION.

NOTE #02: TEN (10) NEW INTERIOR BI-FOLD CLOSET DOORS AT NON-ACCESSIBLE UNITS. NEW DOORS AT ACCESIBLE UNITS NOTED ON PLAN. LOCATIONS DETERMINED BY OWNER DURING CONSTRUCTION. (3 SMALLER OPENINGS, AND 7 LARGER OPENINGS)

DOOR SCHEDULE - COMMON

MARK DOOR DESCRIPTION WIDTH HEIGHT FIRE RATING DOOR TYPE

DOOR

MATERIAL FRAME TYPE

FRAME

MATERIAL

HARDWARE

GROUP COMMENTS

101 COMMON LAUNDRY 3' - 0" 6' - 8" 2 HM INSUL. 3 WD 1

102 MECHANICAL 3' - 0" 6' - 8" 9 SC WD 3 WD 1

103A SHED 3' - 0" 6' - 8" 3 HM 3 WD 1

103B OVERHEAD GARGE DOOR 7' - 0" 7' - 0" 10 STEEL 0 LVL HEADER REQUIRED

1/4" = 1'-0"

WINDOW TYPES
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